
Style MM2025-9480: Vapor-Deposited,
Aluminum-Coated Fabric

0.030" Thick with Waterproof Aluminum
Foil Coating

Revised: June 2, 2017

Material meets MIL-C-20079 Type 1,Class 10, MIL-I-
24244B, Coast Guard Specification 164-009 for fire-
retardant material and NRC Guide 1.36

Base Cloth: Fiberglass

Laminate: 0.001" Foil

Weight: 20.45 oz/sq yd (+/- 10%)

Thickness: 0.030" +/- .004”

Tensile Strength: Warp- 250 lb/in avg., Fill- 250 lb/in avg.
ASTM-D-5035-95

Tear Strength: Warp- 50# min. avg., Fill- 50# min. avg.
ASTM-D-5587-96

Burst Strength: 550 PSI min. ASTM-D-3786-87

Flame Resistance: Char Length 1 in max., Afterglow 1
sec max., Flame Out 1 sec max. FED 191/5903.2

Coating: Aluminum Foil to provide vapor retarder and a
barrier to water and oil.

Temperature Resistance:
Composite: Service Temperature Continuous 310°F FED
Spec HHB-100B; Service Temperature Intermediate
500°F

Fabric: Service Temperature Continuous 1000°F

Foil: Service Temperature Continuous 1200°F
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